
Thank you for purchasing EuroMini Fenders. 

EuroMini Bike while still being able to fully fold and unfold your bike.
Please read and follow all instructions in this manual. Failure to do so 
could result in injury or death.

bicycle technician or your local bike shop. 
If you have any questions regarding the installation of the fenders, please 
email us at info@euromini.bike.

Included parts and tools needed (Tools not included)

Phillips Screw Driver

For the most up to date
Installation instructions go to
https://www.euromini.bike/support 15mm 10mm

Threaded Plate X 2

Mounting plate X 2

Phillips screw x4
(for Plates)

Rear Fender X 1

Front Fender X 1

Rear
Fender 
Stay X 1

Front 
Fender 
Stay X 1

Step 1.
Take 2 screws, 1 threaded plate, 
1 mounting plate and Phillips screw 
driver. Assemble the rear fender as 
indicated by the above diagram. 
Repeat for the front fender.
Remove the front and rear wheels. 
Remember to disconnect the front and 
rear brakes prior to removing the wheels. 

Step 2.
Screw in the rear fender 
stay into the lower set 
of screw holes in the frame. 

Step 3.
Insert screw with washer into seat 
stay bridge.

Step 4.
Insert screw with washer into 
chain stay bridge.

Step 5. Reinstall rear wheel. 
Reconnect rear brake quick 
release.

Step 6.
Wheel should have been removed 
and brakes disconnected in Step 1. 

Step 7. Step 8. 
Install fender tab onto fork crown. 
Install in order of: Bolt, fender tab, 

securely.

Step 9.
Partially reinstall the front wheel: 
Slide wheel into forks and re 
secure the wheel retention 
washer. 
Install front fender stay onto the 
wheel axle.

Step 10.
Securely tighten the axle nut. 
Repeat on the other side. 
Reattach brakes. 

Warnings

-Failure to follow installation instructions or improper use of these fenders can result in loss of control, personal injury or death.
-Check to make sure toes do not hit the front fender when turning the wheel from side to side. If your toe hits the fender, we do not recommend using 
these Fenders.
-There must be at least 5 mm between the tire and fender. If clearance is less than 5 mm we do not recommend these fenders. 
-Check hardware before each ride to ensure your fenders are properly installed, secure and in good working condition.

-For the most up to date installation instructions, visit us at www.euromini.bike or email us at info@euromini.bike

Mounting Instructions: Front Fender

Mounting Instructions:   Rear Fender

Screw/washer X 2
(for rear fender, center frame mounts)

Your fenders are speci�cally designed to seamlessly integrate onto your

If you are unsure of any part of the installation, pleae consult a quali�ed

4mm Allen Wrench

Allen screw x2
(for mounting stays to frame)




